




SIMPLIFIED OPERATION
•	 New digital instrument cluster with enhanced and intuitive  
	 parameters as well as adaptive lighting
•	 Improved operator visibility in-cab with the redesigned	U-shaped  
	 exhaust pipe and new LED light packages
•	 New, modern styling that maintains the Case IH brand spirit and  
	 reinforces the next era of utility tractors
•	 Case IH Pro 700 Plus display with integrated precision	technology  
	 for smarter, more efficient operation and seamless control
•	 CM100 Easy Link connectivity available
•	 FieldOps lets you manage your machine data and  
	 location unlocking the power of connected services  
	 on your Farmall A
•	 ISOBUS Class II implement compatibility
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Safety never hurts! Always read the Operator’s Manual before working with any equipment. Inspect equipment before 
using it, and be sure it is operating properly. Follow the product safety signs, and use any safety features provided. 
This literature has been published for worldwide circulation. The standard and optional equipment and the availability 
of individual models may vary from one country to the next. Case IH reserves the right to undertake modifications 
without prior notice to the design and technical equipment at all times without this resulting in any obligation 
whatsoever to make such modifications to units already sold. Whilst every effort is made to ensure that the 
specifications, descriptions and illustrations in this brochure are correct at the time of going to press, these are also 
subject to change without prior notice. Illustrations may show optional equipment or may not show all standard 
equipment. Case IH recommends  lubricants.

MODELS Engine
Max. Engine 

Power 
kW/hp(CV)*

Max. Torque 
(Nm @ 1,300 rpm) Transmission Max. Lift Capacity

[kg]

Standard /  
High Pump Flow 

[l/min]

Maximum  
Permissible 
Weight [kg]

Wheelbase
[mm]

FARMALL 110 A FPT F36, 4 cyl, 3.6 lt. 81 / 110 490 12x12 ManualDrive or 12x12 Electronic PowerShuttle** 4,400 64 / 82 6,500 2,350

FARMALL 100 A FPT F36, 4 cyl, 3.6 lt. 74 / 101 450 12x12 ManualDrive or 12x12 Electronic PowerShuttle** 4,400 64 / 82 6,500 2,350

FARMALL 90 A FPT F36, 4 cyl, 3.6 lt. 66 / 90 380 12x12 ManualDrive or 12x12 Electronic PowerShuttle** 4,400 64 / 82 6,500 2,350

*	 ISO TR14396 - ECE R120 [kW/hp(CV)] 
**	(20x20 creeper option available)


